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Uzpémuma nosaukums:

lzveidotajs:

Talrunis: +37126405066
GRUNDFOS ' # \fmi: digilive@inbox.Iv

Datums:
Projekts: Daugavpils 16. v-skola Klients: Apkures sistémas (3.bloks)
Norades numurs: Klienta numurs: cirkulacijas sknis

Sazinaties:

Pozicija | Daudz.

Apraksts

1

MAGNA1 25-120

Uzmanibu! lzstraddjuma attéls var atSkirties no faktiska izstradajuma izskata.
lzstradajuma Nr.. 97924146

MAGNA1 circulator pump with easy selection of pump setting

The pump is of the canned-rotor type, i.e. pump and motor form an integral unit without shaft seal
and with only two gaskets for sealing.

The bearings are lubricated by the pumped liquid.

In order to avoid problems in connection with disposal, greatimportance has been attached to using
as few different materials as possible.

A pump with no maintenance requirements and extremely low life cycle cost.

Heating systems

* Main pump

* mixing loops

* heating surfaces

= air-conditioning surfaces.

The MAGNA1 circulator pumps are designed for
circulating liquids in heating systems with variable
flows where it is desirable to optimise the setting of the
pump duty point, thus reducing energy costs. The
pumps are also suitable for domestic hot-water
systems.

To ensure correct operation, it is important that the
sizing range of the system falls within the duty range of
the pump.

Benefits

« Safe selection.

* Simple installation.

« Low energy consumption. All MAGNA1 pumps comply with the EuP requirements,

« Nine light fields for indication of pump setting. Three proportional-pressure curves, three
constant-pressure curves and three fixed-speed curves are available.

* Low noise level.

* No mainteance and long life.

Skidrums:
Siknéjamais skidrums Apkures Udens
Skidruma temperattras diapazons: -10..110°C
Liquid temp: 60°C
Blivums: 983.2 kg/m?
Kinematiska viskozitate: 1 mm?/s
Technical:
Faktiski aprékinata plisma: 5.48 m?/st
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Uzpémuma nosaukums:

Apkartéjas vides temperatiras diapazons: 0..40°C
Maks. darba spiediens: 10 bar
Pievienojums: G11/2"

Spiediena pakape: PN10

Garums no viena pievienojuma ITdz otram: 180 mm

Elektriskie dati:

leejas jauda P1: 8. 188 W
Maksimalais stravas patéripd: 008 .. 1.51 A
Tikla frekvence: 50 Hz
Nominalais spriegums 1x230V
Korpusa klase (IEC 34-5): X4D
Izolacijas klase (IEC 85). F

Citi:

Label: Grundfos Blueflux
Energy (EEI): 021

Neto svars: 4.38 kg

Bruto svars: 478 kg
Piegades tilpums: 0.012m*

lzveidotajs:
Talrunis: +37126405066
GRUNDFOS'’ 2 \tmi digiive@inbox.v
Datums:
Projekts: Daugavpils 18. v-skola Klients: Apkures sistémas (3.bloks)
Norades numurs: Klienta numurs: cirkulacijas stknis
Sazinaties:
Pozicija | Daudz. | Apraksts
Sikna rezultéjo$ais siiknésanas augstums: 7.02m
TF klase: 110 \
Apstiprindjumi pases datu plaksnité: CE VDE EAC
Materiali:
Sakna korpuss: Cuguns
EN-GJL-200
ASTM A48-200B
Siknrats: PES 30%GF
Uzstadisana:
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Uzpémuma nosaukums:

Izveidotajs:
Talrunis: +37126405066
GRUNDFOS'’ 2 \ i digilive@inbox Iv
Datums:
Projekts: Daugavpils 18. v-skola Klients: Apkures sistémas (3.bloks)
Nor&des numurs: Klienta numurs: cirkulacijas stiknis
Sazinaties:
97924146 MAGNA1 25-120 50 Hz
H : [MAGNA1 25-120, 17230 V, 50Hz | eta
[m] [%]
Q =549 m¥ist
H=7.02m
Slknéjamais Skidrums = Apkures (idens
14+ Skidruma temp. = 80 °C
Blivums = 983.2 kg/m?
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Uzpémuma nosaukums:

lzveidotajs:
Talrunis: +37126405066
GRUNDFOS"® 2 \ tmi: digiive@inbox v
Datums:
Projekts: Daugavpils 16. v-skola Klients: Apkures sistémas (3.bloks)
Norades numurs: Klienta numurs: cirkulacijas stiknis
Sazinaties:
Apraksts Vértiba [l:] |MAGM1 25-120, 1*230 V, 50Hz &?]
Q=540 mist
- ; - H=7.02m
Vispéaréja informacija: 144 i Soknéjamais &kidrums = Apkures (dens
lzstraddjuma nosaukums: MAGNA1 25-120 134 Skidruma tamp. =80 °C
Pozicija Blivums = 983 2 kg/m®
lzstradajuma Nr.: 97924146 s
EAN numurs: 5710626492206 114
Technical: 1 Baid
Maks. slikn, augstums: 120 dm 94 -80
TF klase: 110 gl 80
Apstiprinajumi pases datu plaksnité: CE.VDE,EAC
Modelis; B 7 B
84 L 50
Materiali: Ly
Sakna korpuss: Suguns 51 -5
EN-GJL-200 4d L 40
ASTM A48-200B a -
Shknrats: PES 30%GF
24 - 20
Uzstadisana: P 3 -‘ L 10
Apkartéjas vides temperatlras diapazons: 0..40°C ’,/ Eta siknis+motors = 0.2 %
Maks. darba spiediens: 10 bar 0 - G T T R 2
Pievienojums: G112 P
Spiediena pakape: PN10 Wi+
Garums no viena pievienojuma idz otram: 180 mm 180 -
160 4
Skidrums: 140+
Skidruma temperatQras diapazons: -10..110°C 1204
Kinematiska viskozitate: 1 mm?s 160
Elektriskie dati: e
leejas jauda P1: B.188W 4
Maksimalais stravas patérins: 0.08..151A 404
Tikla frekvence: 50 Hz 204 DS 172w
Nomindlais spriegums: 1x230V 0
Korpusa klase (IEC 34-5): X4D
Izolacijas klase (IEC 85): F
Citi:
Label: Grundfos Blueflux
Energy (EEI): 0.21
Neto svars: 4.38 kg
Bruto svars: 4.78 kg
Piegades tilpums: 0.012m?
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Uzpémuma nosaukums:

Vadibas rezims

Ekspl. izdevumi

lzveidotajs:
Talrunis: +37126405066
GRUNDFOS'® 2 \ i digiive@inbox v
Datums:
Projekts: Daugavpils 16. v-skola Klients: Apkures sistémas (3.bloks)
Nordades numurs: Klienta numurs: cirkul&cijas siknis
Sazinaties:
97924146 MAGNA1 25-120 50 Hz
levade lzvéles tezuIEts
Vispéréjs Tips MAGNA1 25-120
Application Apkure Daudzums 1
Application area Komercialas &kas Plisma 5.49 m¥/st
UzstadiSanas veids IzplatTéana Spiediena augstums 7.02 m ( +0%)
Uzstadisana Galvenais Min.iepltdes spiediens 0.2 bar ( 60 °C,
cirkulators salldzindjuma ar
Plasma (Q) 5.49 m¥st atmosféru)
Spiedienaugstums (H) 7m Jauda P1 0.171 kW
Jasu prasibas Eta sliknis+motors 60.2 :;Ert: sOknis * Eta
Shkné&jamais Skidrums Apkures Odens g ;
Min. &kidruma temperatara 20 °C Eta kopa 2% %‘:nﬂﬂ“’ba pret
Skidruma temperatQra darba laika 60 °C S5 B
Maks. &kidruma temperat(ira 60 °C Bty p?‘.‘?"‘"* ; oo
Maks. darba spiediens 10 bar CO2 emisija _ 292 kg/Gads
Min. ieplades spiediens 1.5 bar Cena , Péc pieprasfjuma ,
Pielaujamais plasmas samazinajums 20 Cena + energ. izmaksas Péc pieprasijuma /15Gadi

2986 € /15Gadi

|MAGNA1 25-120, 1230V, 50Hz | #ta

Vadibas reims Proporcionals (] - ™
spleptﬁens ‘ eroam
Decrease at low flow 50 % ‘T S S gt Pruree ddms
Dro&Tbas klase P20 L Bilvums = 68,2 kgim*
Redigét slodzes profilu 1
Apkures sezona 285 days "
Slodzes diagramma Standarta profils 104 - 100
Samazinats raZigums nakts laika No od L o0
Configuration 8 - 80
Parallel 3 L 70
Soknu skaits 1
LB - 80
Operational conditions 54 5o
Frekvence 50 Hz
Faze 1or3 b - 40
Min. jaudas ierobeZojums ZT palaidei 5.5 kW iy s
Spriegums 1 x 230 vai 3 x 400 24 L 20
V - sl = 10
Apkartéja temperatira 20 °C T = S . e
Life cycle cost 0 1 2 T 4 & 6 7 & 8 apmm
Include savings in heat energy Yes o
Water temperature difference 10K 180
Consumption controlled by thermostatic 100 % 160
valves 1404
Thermostatic valves with P-band of 2K 1204
Hydraulic balancing Yes 100
Price for heat energy (oil, gas etc.) 0.05 €kWh 804
Hit list settings i
Energijas cena 0.15 €/kWh i
Energijas cenas paaugstindsana 6% Pi=1nw
Aprékinasanas periods 15 years
Slodzes profils
1 2 3 4
Plasma 100 i<) 50 25 %
Spiediena augstums 100 88 75 63 %
P1 0.171 0.12 0.078 0.044 kW
Eta kopa 602 563 498 368 %
Laiks 410 1026 2394 3010 h/a
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Uzpémuma nosaukums:

Izveidotajs:

Talrunis:
GRUNDFOS"  # \c&ni:

Datums:
Projekts: Daugavpils 16. v-skola Klients:
Norades numurs: Klienta numurs:

Sazinaties:
Energ. patérins 70 123 186 132 kWh/Gads
Daudzums 1 1 1 1
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digilive@inbox.lv

Apkures sistémas (3.bloks)
cirkulacijas siiknis
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