VISPARIGIE DATI

Ka ugunsgréka izzinosanas sist€éma dota projekta ir izskatita BOSCH ,,PLENA" sist€ma.
Dota sistéma atbilst EN60849 standartam. Galvenas funkcionalas prasibas dotai sisteémai:
1)  Lidz skalrupiem izmantot E30 tipa kabelus.
2)  Visi skalruni pieslégti pie stara caur keramisku droS$inataju, kas atbilst EN60849,
kas nodroSina ugunsgréka laika skalruna atslégSanu (sadegSanu) nesabojajot
atbilstosSo skalrunu staru.
3)  Sistemas kontrolieris miera stavokli nodrosina sekojoso staru un iekartu kontroli:
3.1 elektrobarosanu
3.2 skalrunpa staru
3.3 Iiniju, kas savieno trauksmes izzinosanas sist€ému ar ugunsdrosibas sist€émas
»FIRE ALARM" izeju.

4) Ugunsgréka izzinoSanas sist€éma nodros$ina sekojosu trauksmes signalu secibu:

4.1 Sirénas skana.

4.2 Trauksmes balss pazinojums latviesu valoda ar sekojoSo tekstu:
Uzmanibu! Uzmanibu! EKa ir izveidojusies ekstremala situacija.
Luadzam visus, saglabajot mieru, atbilstoSi administracijas un apsardzes
darbinieku noradijumiem, doties uz ekas izejam.

4.3 Trauksmes balss pazinojums anglu valoda ar sekojoso tekstu:
Attention please, there is an emergency situation in the building we ask everybody
to remain come and preside does exist following the instruction of the
administration and the security officers.

4.4 Trauksmes balss pazinojums krievu valoda ar sekojoso tekstu:
Buumanue! Buumanue! B 31aHnu ¢J1oskn1ach IKCTpeMaIbHAsA CUTYalH.
IIpocum Bcex, coxpaHsisi CHOKOICTBHE, CJIeAysl YKa3aHUAM aIMUHHCTPAIINH U
PaGOTHMKOB OXPaHbI, MPOCJIEA0BATH K BHIX0AaM M3 31aHMS.

4.5 Sirénas skana.
5) Ugunsgréka izzinosanas sistéma nodrosina skanas signala Iimeni laboratorijas, zalgs,
administrativas un dienesta telpas no min. 65dB 11dz max. 120dB, bet citas telpas ne vairak
120Bb.
5.1. Saskana ar Bosch "Plena" riipnicas-izgatavotaja standarta uzstadijumiem, viena skalrunu
kede jabiit ne vairak ka 6 skalrunis. Ta ka miisu gadijjuma més izmantojam Iidz § skalruniem
kedg, tapec javeic kedes pretestibas izmainas , jiutigumu ir jauzstada - saskana ar
ripnicas-izgatavotaja dokumentaciju.
6) Ugunsgréka izzinosanas sistéma iesleédzas vienlaikus visa €ka, kad no ugunsdrosibas
sistemas tiek sanemts trauksmes signals. P&c pasatitaja vélésanas var pielaut ugunsgréka
izzinosanas sistemas nostrades aizkaveéjumu uz laiku ne vairak ka 2 mintes, lai izslegt
trauksmes izzinosanu, ugunsdrosibas signalizacijas viltus nostrades gadijumus.
7) Ugunsgréka izzinoSanas sist€ma nodroSina balss pazinojumus.
8) Dota projekta ir paredzéta kabe]u guldisana kabelu kanalos. Kabelu kanali nav attéloti
shémas, bet to izmantosana ir obligata. Var arT izmantojot esosos kabelu kanalus un stavvadus.
Ejot cauri sienam un starpstavu parsegumiem kabeli guldit PVC caurulé.
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