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NOVATILU AVENUE M - ALAVML60-E / Luminaire Data Sheet

Luminous emittance 1:

See our luminaire catalog for an image of the Tos e
luminaire.
90° 90°
75° 75°
60° 60°
300
450 400 450
500
600
30° 152 0° 15° 302
cd/klm n=96%
C0-C180 —C90 - C270
Luminaire classification according to CIE: 99 Due to missing symmetry properties, no UGR table
CIE flux code: 33 64 91 99 96 can be displayed for this luminaire.
k.
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Griezums 1-1/ Planning data

Street Profile
Velosipédistu cels (Width: 2.000 m)
Gajéju cels (Width: 2.500 m)

Maintenance factor: 0.80

Luminaire Arrangements

I5.05 m

— +— -~
0.00 30.00 m (2)
Luminaire: NOVATILU AVENUE M - ALAVML60-E
Luminous flux (Luminaire): 5762 Im Maximum luminous intensities
Luminous flux (Lamps): 6000 Im at 70°: 618 cd/kim
Luminaire Wattage: 60.0 W at 80°: 1009 cd/klm
Arrangement: Single row, top at 90°: 38 cd/klm
Pole Distance: 30.000 m Any direction forming the specified angle from the downward vertical, with the
Mounting Height (1): 6.000 m luminaire installed for use.
Height: 5.807 m Arrangement complies with glare index class D.5.
Overhang (2): -0.498 m
Boom Angle (3): 15.0°
Boom Length (4): 0.200 m
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Griezums 1-1 / Photometric Results

@ 450 m
@ 2.50
L i i i OOO
0.00 30.00 m
Maintenance factor: 0.80 Scale 1:258
Calculation Field List
1 Gajgju celd
Length: 30.000 m, Width: 2.500 m
Grid: 10 x 3 Points
Accompanying Street Elements: G3jéju cels.
Selected Lighting Class: A4 (All lighting performance requirements are met.)
E,, (hemispherical) [IX] uo
Calculated values: 7.53 0.45
Required values according to class: =1.50 =0.15
Fulfilled/Not fulfilled: v v
.
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Griezums 1-1 / Photometric Results

Calculation Field List

2

Velosipédistu cels

Length: 30.000 m, Width: 2.000 m

Grid: 10 x 3 Points

Accompanying Street Elements: Velosipédistu cels.

Selected Lighting Class: A4 (All lighting performance requirements are met.)

E,, (hemispherical) [IX]

Calculated values: 7.33
Required values according to class: =1.50
Fulfilled/Not fulfilled: v

uo

0.47
20.15

v
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Operator Zanna lvanova
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Fax
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Griezums 1-1 / Gajéju cels / Isolines (E)

/ 15 r | 10 \ NN\ 250m
/ 10 5 v
20 15 \ 5 io__15 20 29
[l 1 1 i OOO
0.00 30.00 m
Values in Lux, Scale 1 : 258
Grid: 10 x 3 Points
Eav [IX] Emin [|X] Emax [|X] uo Emin / Emax
11 3.55 26 0.319 0.136
o
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Griezums 1-1 / Velosipédistu cel$ / Isolines (E)

"0 45 > ‘5 ! 101 15" /25’ 4.50m
\ y 10 | > g 20 S
2.50
0.00 30.00 m
Values in Lux, Scale 1 : 258
Grid: 10 x 3 Points
Eav [IX] Emin [|X] Emax [|X] uo Emin / Emax
11 3.62 27 0.316 0.136
o
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Griezums 2-2 / Planning data

Street Profile
Gajéju cels
Velosipédistu cel$
Zala zona
Atpatas vieta

Maintenance factor: 0.80

Luminaire Arrangements

T11.50 m

Luminaire:

Luminous flux (Luminaire):
Luminous flux (Lamps):
Luminaire Wattage:
Arrangement:

Pole Distance:
Mounting Height (1):
Height:

Overhang (2):

Boom Angle (3):

Boom Length (4):

30.00 m

Width: 2.500 m)
Width: 2.000 m)
Width: 3.500 m)
Width: 8.600 m)

o~ o~ o~ o~

(2)

NOVATILU AVENUE M - ALAVML60-E

5762 Im

6000 Im

60.0 W

Single row, top
30.000 m
6.000 m

5.807 m

5.552 m

15.0°

0.200 m

Maximum luminous intensities

at 70°: 618 cd/kim
at 80°: 1009 cd/klm
at 90°: 38 cd/kim

Any direction forming the specified angle from the downward vertical, with the
luminaire installed for use.
Arrangement complies with glare index class D.5.
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Griezums 2-2 /| Photometric Results

@ T16.60m
@ T14.10
T12.10
18.60
L i i i -_O'OO
0.00 30.00 m
Maintenance factor: 0.80 Scale 1:258
Calculation Field List
1 Atpatas vieta
Length: 30.000 m, Width: 8.600 m
Grid: 10 x 6 Points
Accompanying Street Elements: Atpltas vieta.
Selected Lighting Class: A4 (All lighting performance requirements are met.)
E,, (hemispherical) [IX] uo
Calculated values: 7.64 0.54
Required values according to class: =1.50 =0.15
Fulfilled/Not fulfilled: v v
.
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Griezums 2-2 /| Photometric Results

Calculation Field List

2

Velosipédistu cels

Length: 30.000 m, Width: 2.000 m

Grid: 10 x 3 Points

Accompanying Street Elements: Velosipédistu cels.

Selected Lighting Class: A4 (All lighting performance requirements are met.)

E,, (hemispherical) [IX]

Calculated values: 9.47
Required values according to class: =1.50
Fulfilled/Not fulfilled: v
Gajéju cels

Length: 30.000 m, Width: 2.500 m

Grid: 10 x 3 Points

Accompanying Street Elements: Gajéju cels.

Selected Lighting Class: A4 (All lighting performance requirements are met.)

E,, (hemispherical) [IX]

Calculated values: 8.58
Required values according to class: >1.50
Fulfilled/Not fulfilled: v
Zala zona

Length: 30.000 m, Width: 3.500 m

Grid: 10 x 3 Points

Accompanying Street Elements: Zala zona.

Selected Lighting Class: A4 (All lighting performance requirements are met.)

E,, (hemispherical) [IX]

Calculated values: 9.47
Required values according to class: =1.50
Fulfilled/Not fulfilled: v

uo

0.54
20.15

uo

0.48
20.15

uo

0.57
20.15
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Operator Zanna lvanova
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Griezums 2-2 / Atputas vieta / Isolines (E)

7T ] [
415 10 \ \>

/ / 2 10 ~
/10 \

10

70.00

30.00 m

0.00

Values in Lux, Scale 1 : 258

Grid: 10 x 6 Points

Eav [IX] Emin [|X] Emax [|X] u0 Emin / Emax
9.71 4.25 29 0.438 0.148
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DIALux

Apgaismojuma aprékins
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Operator Zanna lvanova
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Fax
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Griezums 2-2 / Velosipédistu cel$ / Isolines (E)

[ 20 10 / ! . T14.10m
30
= ) \ 10 2 =5 il
12.10
0.00 30.00m

Values in Lux, Scale 1 : 258

Grid: 10 x 3 Points

Eav [IX] Emin [|X] Emax [|X] u0 Emin / Emax
14 5.35 30 0.372 0.176

.
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DIALux

Apgaismojuma aprékins
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Operator Zanna lvanova
Telephone +371 28346443

Fax
e-Mail zanna.ivanova.projekti@gmail.com

Griezums 2-2 / Gajéju cels / Isolines (E)

7 T16.60 m

’ T14.10

30.00 m

Values in Lux, Scale 1 : 258

Grid: 10 x 3 Points

Eav [IX] Emin [|X] Emax [|X] u0 Emin / Emax
13 4.25 29 0.339 0.145

.
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DIALux

27.06.2016

Operator Zanna lvanova
Telephone +371 28346443
Fax
e-Mail zanna.ivanova.projekti@gmail.com

Griezums 3-3 / Planning data

Street Profile
Gajéju cels
Velosipédistu cel$
Zala zona
Tirzniecibas zona

Maintenance factor: 0.80

Luminaire Arrangements

T18.90 m

Luminaire:

Luminous flux (Luminaire):
Luminous flux (Lamps):
Luminaire Wattage:
Arrangement:

Pole Distance:
Mounting Height (1):
Height:

Overhang (2):

Boom Angle (3):

Boom Length (4):

30.00 m

Width: 2.500 m)
Width: 2.000 m)
Width: 0.700 m)
Width: 19.000 m)

o~ o~ o~ o~

(2)

NOVATILU AVENUE M - ALAVML60-E

5762 Im

6000 Im

60.0 W

Single row, top
30.000 m
6.000 m

5.807 m

5752 m

15.0°

0.200 m

Maximum luminous intensities

at 70°: 618 cd/kim
at 80°: 1009 cd/klm
at 90°: 38 cd/kim

Any direction forming the specified angle from the downward vertical, with the
luminaire installed for use.

Arrangement complies with glare index class D.5.
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Apgaismojuma aprékins

DIALux

27.06.2016

Operator Zanna lvanova
Telephone +371 28346443
Fax
e-Mail zanna.ivanova.projekti@gmail.com

Griezums 3-3 / Planning data

Luminaire Arrangements

~.090m

Luminaire:

Luminous flux (Luminaire):

Luminous flux (Lamps):
Luminaire Wattage:
Arrangement:

Pole Distance:
Mounting Height (1):
Height:

Overhang (2):

Boom Angle (3):

Boom Length (4):

30.00 m (2)
NOVATILU AVENUE M - ALAVML60-E
5762 Im Maximum luminous intensities
6000 Im at 70°: 618 cd/kim
60.0 W at 80°: 1009 cd/klm
Single row, bottom at 90°: 38 cd/klm
30.000 m Any direction forming the specified angle from the downward vertical, with the
6.000 m luminaire installed for use.
5.807 m Arrangement complies with glare index class D.5.
-0.848 m
15.0°
0.200 m
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Operator Zanna lvanova
Telephone +371 28346443
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Griezums 3-3 / Photometric Results

T2420m

@ 4
@ 21.70

= T19.00

To0.00
0.00 30.00 m

Maintenance factor: 0.80 Scale 1:258
Calculation Field List
1  Tirzniecibas zona

Length: 30.000 m, Width: 19.000 m

Grid: 10 x 13 Points

Accompanying Street Elements: Tirzniecibas zona.

Selected Lighting Class: A4 (All lighting performance requirements are met.)

E,, (hemispherical) [IX] uo

Calculated values: 11.34 0.41

Required values according to class: =1.50 =0.15

Fulfilled/Not fulfilled: v v
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DIALux

Operator Zanna lvanova
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Fax
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27.06.2016

Griezums 3-3 / Photometric Results

Calculation Field List

2

Velosipédistu cels

Length: 30.000 m, Width: 2.000 m

Grid: 10 x 3 Points

Accompanying Street Elements: Velosipédistu cels.

Selected Lighting Class: A4 (All lighting performance requirements are met.)

E,, (hemispherical) [IX]

Calculated values: 10.58
Required values according to class: =1.50
Fulfilled/Not fulfilled: v
Gajéju cels

Length: 30.000 m, Width: 2.500 m

Grid: 10 x 3 Points

Accompanying Street Elements: Gajéju cels.

Selected Lighting Class: A4 (All lighting performance requirements are met.)

E,, (hemispherical) [IX]

Calculated values: 9.40
Required values according to class: >1.50
Fulfilled/Not fulfilled: v
Zala zona

Length: 30.000 m, Width: 0.700 m

Grid: 10 x 3 Points

Accompanying Street Elements: Zala zona.

Selected Lighting Class: A4 (All lighting performance requirements are met.)

E,, (hemispherical) [IX]

Calculated values: 10.80
Required values according to class: =1.50
Fulfilled/Not fulfilled: v

uo

0.55
20.15

uo

0.54
20.15

uo

0.69
20.15
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Operator Zanna lvanova
Telephone +371 28346443
Fax
e-Mail zanna.ivanova.projekti@gmail.com

Griezums 3-3 / Tirzniecibas zona / Isolines (E)

'\ 20 / 10 20 357 119.00m

i NN
e N

10

20 20

20 20
30 \ [ 30
] 20 20
0.00
' 0.00 30.00 m

Values in Lux, Scale 1 : 258

Grid: 10 x 13 Points

Eav [IX] Emin [|X] Emax [|X] uo Emin / Emax
14 4.45 32 0.325 0.140
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Apgaismojuma aprékins

Operator
Telephone
Fax

e-Mail

DIALux

27.06.2016

Zanna lvanova
+371 28346443

zanna.ivanova.projekti@gmail.com

Griezums 3-3 / Velosipédistu cel$ / Isolines (E)

' 20 ) / : 30 T21.70m
10 20
0 ) 5 10 L& 1
19.70
0.00 30.00 m
Values in Lux, Scale 1 : 258
Grid: 10 x 3 Points

Eav [IX] Emin [|X] Emax [|X] uo Emin / Emax

15 5.56 31 0.372 0.178
o
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Apgaismojuma aprékins

Operator
Telephone
Fax

e-Mail

DIALux

27.06.2016

Zanna lvanova
+371 28346443

zanna.ivanova.projekti@gmail.com

Griezums 3-3 / Gajéju cels / Isolines (E)

T2420m

N

30\ \ \

\ L 5 10

10 /

& J f o

15 50’ o5t

T21.70

Grid: 10 x 3 Points

30.00 m

Values in Lux, Scale 1 : 258

Eav [IX] Emin [|X] Emax [|X] uo Emin / Emax
13 4.71 29 0.369 0.161

.
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Apgaismojuma aprékins

DIALux

27.06.2016

Operator Zanna lvanova
Telephone +371 28346443
Fax
e-Mail zanna.ivanova.projekti@gmail.com

Griezums 4-4 / Planning data

Street Profile
Gajéju cels
Velosipédistu cel$
Zala zona 1
Tirzniecibas zona

Zala zona 2
Atpitas zona

Maintenance factor: 0.80

Luminaire Arrangements

(Width: 2.500 m)
(Width: 2.000 m)
(Width: 10.300 m)
(Width: 18.500 m)
(Width: 3.300 m)
(Width: 7.500 m)

T39.00m

— — —

0.00 30.00 m (2)
Luminaire: NOVATILU AVENUE M - ALAVML60-E
Luminous flux (Luminaire): 5762 Im Maximum luminous intensities
Luminous flux (Lamps): 6000 Im at 70°: 618 cd/kim
Luminaire Wattage: 60.0 W at 80°: 1009 cd/klm
Arrangement: Single row, top at 90°: 38 cd/klm
Pole Distance: 30.000 m Any direction forming the specified angle from the downward vertical, with the
Mounting Height (1): 6.000 m luminaire installed for use.
Height: 5.807 m Arrangement complies with glare index class D.5.
Overhang (2): 5.552 m
Boom Angle (3): 15.0°
Boom Length (4): 0.200 m

Page 23



Apgaismojuma aprékins D | A I_ ux

27.06.2016

Operator Zanna lvanova
Telephone +371 28346443
Fax
e-Mail zanna.ivanova.projekti@gmail.com

Griezums 4-4 / Planning data

Luminaire Arrangements

T9.40m

0.00 30.00 m ()
Luminaire: NOVATILU AVENUE M - ALAVML60-E
Luminous flux (Luminaire): 5762 Im Maximum luminous intensities
Luminous flux (Lamps): 6000 Im at 70°: 618 cd/kim
Luminaire Wattage: 60.0 W at 80°: 1009 cd/klm
Arrangement: Single row, bottom at 90°: 38 cd/kim
Pole Distance: 30.000 m Any direction forming the specified angle from the downward vertical, with the
Mounting Height (1): 6.000 m luminaire installed for use.
Height: 5.807 m Arrangement complies with glare index class D.5.
Overhang (2): 9.452 m
Boom Angle (3): 15.0°
Boom Length (4): 0.200 m
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Apgaismojuma aprékins

DIALux

Operator Zanna lvanova
Telephone +371 28346443
Fax
e-Mail zanna.ivanova.projekti@gmail.com

27.06.2016

Griezums 4-4 | Photometric Results

@ T44.10m
@ T41.60

T 39.60
®

T29.30

@ T10.80

[ 7.50
[l 1 1 1 -_O'OO
0.00 30.00
Maintenance factor: 0.80 Scale 1:409
Calculation Field List
1 Atpatas zona
Length: 30.000 m, Width: 7.500 m
Grid: 10 x 5 Points
Accompanying Street Elements: Atpltas zona.
Selected Lighting Class: A4 (All lighting performance requirements are met.)
E,, (hemispherical) [Ix] uo
Calculated values: 8.50 0.55
Required values according to class: =1.50 =0.15
Fulfilled/Not fulfilled: v v
.
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Apgaismojuma aprékins

DIALux

Operator Zanna lvanova
Telephone +371 28346443
Fax
e-Mail zanna.ivanova.projekti@gmail.com

27.06.2016

Griezums 4-4 | Photometric Results

Calculation Field List

2

Zala zona 2

Length: 30.000 m, Width: 3.300 m

Grid: 10 x 3 Points

Accompanying Street Elements: Zala zona 2.

Selected Lighting Class: A4 (All lighting performance requirements are met.)

E,, (hemispherical) [IX]

Calculated values: 10.07
Required values according to class: =1.50
Fulfilled/Not fulfilled: v

Velosipédistu cel$

Length: 30.000 m, Width: 2.000 m

Grid: 10 x 3 Points

Accompanying Street Elements: Velosipédistu cels.

Selected Lighting Class: A4 (All lighting performance requirements are met.)

E,, (hemispherical) [IX]

Calculated values: 9.95
Required values according to class: >1.50
Fulfilled/Not fulfilled: v
Gajéju cels

Length: 30.000 m, Width: 2.500 m

Grid: 10 x 3 Points

Accompanying Street Elements: Gajéju cels.

Selected Lighting Class: A4 (All lighting performance requirements are met.)

E,, (hemispherical) [IX]

Calculated values: 8.97
Required values according to class: =1.50
Fulfilled/Not fulfilled: v

uo

0.68
20.15

uo

0.57
20.15

uo

0.51
20.15
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Apgaismojuma aprékins

DIALux

Operator Zanna lvanova
Telephone +371 28346443
Fax
e-Mail zanna.ivanova.projekti@gmail.com

27.06.2016

Griezums 4-4 | Photometric Results

Calculation Field List

5

Zala zona 1

Length: 30.000 m, Width: 10.300 m

Grid: 10 x 7 Points

Accompanying Street Elements: Zala zona 1.

Selected Lighting Class: A4 (All lighting performance requirements are met.)

E,, (hemispherical) [IX]

Calculated values: 9.37
Required values according to class: =1.50
Fulfilled/Not fulfilled: v

Tirzniecibas zona

Length: 30.000 m, Width: 18.500 m

Grid: 10 x 13 Points

Accompanying Street Elements: Tirzniecibas zona.

Selected Lighting Class: CE5 (All lighting performance requirements are met.)
E,, [IX]
Calculated values: 8.50
Required values according to class: =27.50
Fulfilled/Not fulfilled: v

uo

0.55
20.15

uo
0.48
2040

v
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Apgaismojuma aprékins

DIALux

27.06.2016

Operator Zanna lvanova
Telephone +371 28346443

Fax
e-Mail zanna.ivanova.projekti@gmail.com

Griezums 4-4 | Atputas zona / Isolines (E)

77 ] EAVAVERE A
Al 10 10 20
P NN
10 10
L 1 1 i B OOO
0.00 30.00 m
Values in Lux, Scale 1 : 345
Grid: 10 x 5 Points
Eav [IX] Emin [|X] Emax [|X] uo Emin / Emax
11 4.52 31 0.402 0.148
o
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Apgaismojuma aprékins

DIALux

27.06.2016

Operator Zanna lvanova
Telephone +371 28346443

Fax
e-Mail zanna.ivanova.projekti@gmail.com

Griezums 4-4 / Zala zona 2 / Isolines (E)

{20 1 3 /45 2\ ) T10.80m
20 25
RS W PEe)l |
7.50
0.00 30.00 m
Values in Lux, Scale 1 : 345
Grid: 10 x 3 Points

Eav [IX] Emin [|X] Emax [|X] uo Emin / Emax
15 6.92 29 0.474 0.242
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DIALux

Apgaismojuma aprékins
27.06.2016

Operator Zanna lvanova
Telephone +371 28346443

Fax
e-Mail zanna.ivanova.projekti@gmail.com

Griezums 4-4 | Velosipédistu cel$ / Isolines (E)

0 ] 10 /20 % |
T 39.60
0.00 30.00 m
Values in Lux, Scale 1 : 345
Grid: 10 x 3 Points
Eav [IX] Emin [|X] Emax [|X] uo Emin / Emax
15 5.60 31 0.384 0.183
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DIALux

Apgaismojuma aprékins
27.06.2016

Operator Zanna lvanova
Telephone +371 28346443

Fax
e-Mail zanna.ivanova.projekti@gmail.com

Griezums 4-4 | Gajéju cels / Isolines (E)

\ 10 T44.10m
30 20\ 10 [ /20 /] 1
41.60
0.00 30.00 m
Values in Lux, Scale 1 : 345
Grid: 10 x 3 Points

Eav [IX] Emin [|X] Emax [|X] uo Emin / Emax

13 443 30 0.349 0.150

.
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Apgaismojuma aprékins

DIALux

Operator Zanna lvanova
Telephone +371 28346443
Fax

27.06.2016

e-Mail zanna.ivanova.projekti@gmail.com

Griezums 5-5/ Planning data

Street Profile

Gajéju cels 1
Bérnu laukums
Zala zona

Gajéju cels 2
Velosipédistu cel$

Maintenance factor: 0.80

Luminaire Arrangements

T2555m

Luminaire:

Luminous flux (Luminaire):
Luminous flux (Lamps):
Luminaire Wattage:
Arrangement:

Pole Distance:
Mounting Height (1):
Height:

Overhang (2):

Boom Angle (3):

Boom Length (4):

30.00 m

(Width: 2.000 m)
(Width: 18.000 m)
(Width: 3.600 m)
(Width: 2.500 m)
(Width: 2.000 m)

(2)

NOVATILU AVENUE M - ALAVML60-E

5762 Im

6000 Im

60.0 W

Single row, top
30.000 m
6.000 m

5.807 m

3.002 m

15.0°

0.200 m

Maximum luminous intensities

at 70°: 618 cd/kim
at 80°: 1009 cd/klm
at 90°: 38 cd/kim

Any direction forming the specified angle from the downward vertical, with the

luminaire installed for use.

Arrangement complies with glare index class D.5.
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Apgaismojuma aprékins

DIALux

27.06.2016

Operator Zanna lvanova
Telephone +371 28346443
Fax
e-Mail zanna.ivanova.projekti@gmail.com

Griezums 5-5/ Planning data

Luminaire Arrangements

~.055m

Luminaire:

Luminous flux (Luminaire):

Luminous flux (Lamps):
Luminaire Wattage:
Arrangement:

Pole Distance:
Mounting Height (1):
Height:

Overhang (2):

Boom Angle (3):

Boom Length (4):

30.00 m (2)
NOVATILU AVENUE M - ALAVML60-E
5762 Im Maximum luminous intensities
6000 Im at 70°: 618 cd/kim
60.0 W at 80°: 1009 cd/klm
Single row, bottom at 90°: 38 cd/klm
30.000 m Any direction forming the specified angle from the downward vertical, with the
6.000 m luminaire installed for use.
5.807 m Arrangement complies with glare index class D.5.
-0.498 m
15.0°
0.200 m
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Apgaismojuma aprékins

DIALux

Operator Zanna lvanova
Telephone +371 28346443
Fax
e-Mail zanna.ivanova.projekti@gmail.com

27.06.2016

Griezums 5-5 / Photometric Results

® T28.10m
126.10
18.10
@ T4.50
0 12.00
To.o0
0.00 30.00 m
Maintenance factor: 0.80 Scale 1:268
Calculation Field List
1 Velosipédistu cel$
Length: 30.000 m, Width: 2.000 m
Grid: 10 x 3 Points
Accompanying Street Elements: Velosipédistu cels.
Selected Lighting Class: A4 (All lighting performance requirements are met.)
E,, (hemispherical) [Ix] uo
Calculated values: 8.28 0.54
Required values according to class: =1.50 =0.15
Fulfilled/Not fulfilled: v v
.
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Apgaismojuma aprékins

DIALux

Operator Zanna lvanova
Telephone +371 28346443
Fax
e-Mail zanna.ivanova.projekti@gmail.com

27.06.2016

Griezums 5-5 / Photometric Results

Calculation Field List

2

Gajgju cels 2

Length: 30.000 m, Width: 2.500 m

Grid: 10 x 3 Points

Accompanying Street Elements: G3jéju cels 2.

Selected Lighting Class: A4 (All lighting performance requirements are met.)

E,, (hemispherical) [IX]

Calculated values: 8.75
Required values according to class: =1.50
Fulfilled/Not fulfilled: v
Zala zona

Length: 30.000 m, Width: 3.600 m

Grid: 10 x 3 Points

Accompanying Street Elements: Zala zona.

Selected Lighting Class: A4 (All lighting performance requirements are met.)

E,, (hemispherical) [IX]

Calculated values: 8.70
Required values according to class: =1.50
Fulfilled/Not fulfilled: v

Gajéju cels 1

Length: 30.000 m, Width: 2.000 m

Grid: 10 x 3 Points

Accompanying Street Elements: Gajéju cel$ 1.

Selected Lighting Class: A4 (All lighting performance requirements are met.)

E,, (hemispherical) [IX]

Calculated values: 10.09
Required values according to class: =1.50
Fulfilled/Not fulfilled: v

uo

0.51
20.15

uo

0.60
20.15

uo

0.58
20.15
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Apgaismojuma aprékins

DIALux

Operator Zanna lvanova
Telephone +371 28346443
Fax
e-Mail zanna.ivanova.projekti@gmail.com

27.06.2016

Griezums 5-5 / Photometric Results

Calculation Field List

5

Bérnu laukums

Length: 30.000 m, Width: 18.000 m

Grid: 10 x 12 Points

Accompanying Street Elements: Bérnu laukums.

Selected Lighting Class: A4 (All lighting performance requirements are met.)

E,, (hemispherical) [IX]

Calculated values: 9.28
Required values according to class: =1.50
Fulfilled/Not fulfilled: v

uo
0.55
20.15

v
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Apgaismojuma aprékins D | A I_ ux

27.06.2016

Operator Zanna lvanova
Telephone +371 28346443
Fax
e-Mail zanna.ivanova.projekti@gmail.com

Griezums 5-5 / Velosipédistu cel$ / Isolines (E)

L/ J 15 1 ! ; : = on \ T200m
20/ 1 S 5\ 10\ 15\ - 25j
To.o00
0.00 30.00 m
Values in Lux, Scale 1 : 258
Grid: 10 x 3 Points
Eav [IX] Emin [|X] Emax [|X] uo Emin / Emax
12 414 27 0.346 0.152
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DIALux

Apgaismojuma aprékins
27.06.2016

Operator Zanna lvanova
Telephone +371 28346443

Fax
e-Mail zanna.ivanova.projekti@gmail.com

Griezums 5-5 / Gajéju cel$ 2 / Isolines (E)

7 ' 7 T450m
\ N 10 15 07 557

\ | 10 [ 5 | L2y |
2.00

30.00 m

Values in Lux, Scale 1 : 258

Grid: 10 x 3 Points

Eav [IX] Emin [|X] Emax [|X] u0 Emin / Emax
12 4.08 27 0.346 0.153
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DIALux

27.06.2016

Apgaismojuma aprékins

Operator Zanna lvanova
Telephone +371 28346443
Fax
e-Mail zanna.ivanova.projekti@gmail.com

Griezums 5-5 / Zala zona / Isolines (E)

10 s T810m

[ 4.50

30.00 m

Values in Lux, Scale 1 : 258

Grid: 10 x 3 Points

Eav [IX] Emin [|X] Emax [|X] u0 Emin / Emax
9.72 478 18 0.492 0.259
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DIALux

Apgaismojuma aprékins
27.06.2016

Operator Zanna lvanova
Telephone +371 28346443

Fax
e-Mail zanna.ivanova.projekti@gmail.com

Griezums 5-5 / Gajéju cel$ 1/ Isolines (E)

J . 1 20 ] ; /45 o5 58 a5 T28.10m
10 20 25 30
43025 J 15 \ 10 [ v N\ 1
26.10
0.00 30.00 m

Values in Lux, Scale 1 : 258

Grid: 10 x 3 Points

E,, [IX] Ein [IX] Eax [X] uo
15 5.76 31 0.393

Emin / Emax
0.188
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Apgaismojuma aprékins

DIALux

27.06.2016

Operator Zanna lvanova
Telephone +371 28346443
Fax
e-Mail zanna.ivanova.projekti@gmail.com

Griezums 5-5 / Bérnu laukums / Isolines (E)

\ \ / 10 o0, 30] T26.10m
0 2 1 \ /
/ / 10 30
20 10 \ o TR
/ / 1 \
10 \ 20,
10
10 \
_— 10—
_10\ 10—
T8.10
0.00 30.00 m
Values in Lux, Scale 1 : 258
Grid: 10 x 12 Points
Eav [IX] Emin [|X] Emax [|X] uo Emin / Emax
11 475 30 0.451 0.156

Page 41



Apgaismojuma aprékins D | A I_ ux

27.06.2016

Operator Zanna lvanova
Telephone +371 28346443
Fax
e-Mail zanna.ivanova.projekti@gmail.com

Griezums 6-6 / Planning data

Street Profile
Gajéju cels (Width: 5.000 m)

Maintenance factor: 0.80

Luminaire Arrangements

-0.55m

0.00 30.00 m ()
Luminaire: NOVATILU AVENUE M - ALAVML60-E
Luminous flux (Luminaire): 5762 Im Maximum luminous intensities
Luminous flux (Lamps): 6000 Im at 70°: 618 cd/kim
Luminaire Wattage: 60.0 W at 80°: 1009 cd/klm
Arrangement: Single row, bottom at 90°: 38 cd/kim
Pole Distance: 30.000 m Any direction forming the specified angle from the downward vertical, with the
Mounting Height (1): 6.000 m luminaire installed for use.
Height: 5.807 m Arrangement complies with glare index class D.5.
Overhang (2): -0.498 m
Boom Angle (3): 15.0°
Boom Length (4): 0.200 m
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Apgaismojuma aprékins D | A I_ ux

27.06.2016

Operator Zanna lvanova
Telephone +371 28346443
Fax
e-Mail zanna.ivanova.projekti@gmail.com

Griezums 6-6 / Photometric Results

5.00 m
0.00
0.00 30.00 m
Maintenance factor: 0.80 Scale 1:258
Calculation Field List
1 Gajgju cels
Length: 30.000 m, Width: 5.000 m
Grid: 10 x 4 Points
Accompanying Street Elements: Gajéju cels.
Selected Lighting Class: A4 (All lighting performance requirements are met.)
E,, (hemispherical) [Ix] uo
Calculated values: 7.44 0.45
Required values according to class: =1.50 =0.15
Fulfilled/Not fulfilled: v v
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DIALux

Apgaismojuma aprékins
27.06.2016

Operator Zanna lvanova
Telephone +371 28346443

Fax
e-Mail zanna.ivanova.projekti@gmail.com

Griezums 6-6 / Gajéju cels / Isolines (E)

! 7 500 m
\\20\ 10 5[ 5\ 15/ o
Y 150 ) | ! 10 e
25 20 10 5 | |
[ ! 5 1015 202
0.00

30.00 m

Values in Lux, Scale 1 : 258

Grid: 10 x 4 Points

Eav [IX] Emin [|X] Emax [|X] u0 Emin / Emax
11 3.54 27 0.317 0.133

.
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